
Invacare® Action®3 Junior 

SERVICE MANUAL 

(MAINTENANCE AND ADJUSTMENT) 
The procedures in this manual MUST be performed by a qualified technician. 
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SECTION 4—SEAT/BACK 

Removing/Installing Standard Back Upholstery 
NOTE: For this procedure, refer to FIGURE 4.4. 

Removing Back Upholstery 
NOTE: To Install the Back Upholstery, reverse this procedure. 
1. Remove the back-canes. Refer to Removing Back-Canes paragraph.
2. Remove the mounting screw that secures the back upholstery to the back-canes.

Refer to Detail “A”.
3. Remove the back upholstery from the back-canes. Refer to Detail “B”.

Back Cane 

DETAIL “ A” DET AIL “ B” 

Upholstery 

FIGURE 4.4 Removing/Installing Standard Back Upholstery 













SECTION 4-SEAT/BACK 

lnstalling/Removing Seat Posture Belt 

NOTE: For this procedure, refer to FIGURE 4.10, 4.11, 4.12 and 4.13 

1. Remove seat cushion from wheelchair, if any.

2. Remove the existing seat posture belt from the wheelchair, if any.
NOTE: If the belt screw is also securing the back-cane to the frame, don't forget to
tighten it again after the removal of the belt.

3. Attach the two halves of the new seat posture belt.

4. Choose the most appropriate position of the belt for the user - see figure 4.1 O for recommended 
positions. or figure 4.13 for back mounting. 
NOTE: lt may vary of the user morphology. ln case of need contact a healthcare professional.

5. Align the mounting holes on the frame and one end of the new seat posture belt
(see figure 4.11, 4.12 or 4.13).

6. Secure the new seat posture belt to the wheelchair frame with one mounting screw,
washer, and nut. Tighten securely.

7. Repeat STEPS 5 and 6 for the opposite side of the seat posture belt.

8. Reinstall the seat cushion onto wheelchair, if any.

9. Adjust and secure the length of the belt as described in the instructions of use of the belt 
manufacturer.

Tools: 

Allen key of 4mm and wrench of 10mm 

Cross-brace deoth (MM): 250 300 350 

Belt compatibility: NB275S-B5-ASM-50 OK OK OK 
Bodvooint belt L 1070 Width 25 
NB285M-B5-ASM-50 OK NC OK 
Bodypoint belt L 1320 Width 38 

Recommended Fixation See image 4.10 A 1 3 
Position Hole: 

FIGURE 4.10 Action 3 NG Junior frame with the fixation position hole 
schema for the different cross-brace depth wheelchair. 
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SECTION 4-SEAT/BACK 

FIGURE 4.11 lnstalling Seat 
Posture Belt with cross-brace depth of 
250 mm.
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Figure  4.12   Installing Front Seat Posture Belt 
with cross-brace depth of >250 mm.

Figure 4.13   Installing the belt on the back side for all the depths 
on the base does not support the back side. There is a belt on the rear 
for all the depths of the rear wheel support function.

Torque 0.5-1 Nm

Torque 0.5-1 Nm

Torque 0.5-1 Nm



SECTION 4-SEAT/BACK 

lnstalling/Removing/Adjusting the Back brace 

&_ WARNING

If a back brace is already installed, you don't have to re-install the back-cane 
inserts (for fixed backrest canes only). 
After ANY adjustments, repair, or service and before use, make sure all attaching 
hardware is fitted and tightened securely - otherwise injury or damage may occur. 

NOTE: Forthis procedure, refer to FIGURE 4.14. 

NOTE: To remove the back brace, reverse this procedure. 

Removi ng/ lnstall i ng Back brace (Evolutive version) 

1. Remove the end caps from the back-canes.

2. Remove the handles from the back-canes (Cut the handle lengthwise thanks to a

sharp tool).

3. lnstall the inserts into the canes (fixed /recliner backrest canes only).

4. Secure the inserts with mounting screws (fixed backrest canes only).

5. lnstall the handles on the back-canes (Previously, spray a solution of neutral

alcohol inside the handle and settle it immediately on the back-cane).

6. Align the back brace ends with the handles of the back-canes.

7. Secure the back brace to the back-canes with the mounting bolts.

Adjusting Back brace width 

1. Loosen Back brace hardware (M6) securing the Back Brace Central part.

2. Slide outside parts equally on bath side te the desired width using the pre-set width

positions.

3. Firmly tighten Back brace hardware (M6).

Back-Canes Handle 

\� 
lnserts 

Hardware 

�--� 
Mounting Bolts 

Back Brace 

Central part 

FIGURE 4.14 lnstalling/Removing/Adjusting the Back brace 

24 

















































47 

SECTION 10— PERIODIC MAINTENANCE GUIDELINES 

SECTION 1 0 — PERIODIC MAINTENANCE 
GUIDELINES 

 

NOTE: Always clean the wheelchair before any inspection/adjustment. Regular 
cleaning will reveal loose or worn parts and enhance the smooth operation of 
the wheelchair. 

Initial Inspection: 
Initial adjustments should be made to suit the personal body structure needs and preferences of 
the user: 

Inspect/Adjust Initially 
 Wheelchair rolls straight (no excessive drag or pull to one side). 

 Ensure all hardware is tight (see page 6). 

 All fasteners on clothing guards are secure. 

 Arms are secure but easy to release and locking systems engage properly. 

 Adjustable height arms operate and lock securely. 

 Armrest armpad sits flush against arm tube. 

 Seat and/or back upholstery have no rips. 

 Inspect adjustable angle back attaching hardware is securely tightened. 

 Ensure hand grips are secure to backrest canes. 

 Sealed bearings and axle nut tension are correct. 

 No excessive side movement or binding when rear wheels are lifted and spun. 

 Quick-release axles lock properly (see page 27). 

 Inspect handrims for signs of rough edges or peeling finish. 

 Inspect for broken spokes. 

 Wheel/fork assembly has proper tension when caster is spun. Caster should come to a gradual stop. 

 Wheel bearings are clean and free of moisture. 

 Loosen/tighten locknut if wheel wobbles noticeably or binds to a stop. 

 Ensure all caster/wheel/fork/head tube fasteners are secure (see pages 6 & 33). 

 Wheel brakes do not interfere with tires when rolling. 

 Wheel brakes pivot point are free of wear and looseness. 

 Wheel brakes are easy to engage. 

 Inspect tires/casters for flat spots and wear. 

 Check pneumatic tires for proper inflation (recommended tire pressure is listed on the side wall of the tire). 

 Ensure axles are free from dirt, lint, etc. 

 Ensure roller bearings are free from dirt, lint, etc. 

 Adjust wheel brakes as tires wear. 

 Clean and wax all parts. 

 Clean upholstery and armrests. 

 Ensure casters are free of debris. 
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SECTION 10— PERIODIC MAINTENANCE GUIDELINES 

Inspect/Adjust Weekly 
 Wheelchair rolls straight (no excessive drag or pull to one side).

 Quick-release axles lock properly (see page 27).

 Inspect for broken spokes. Adjustment/replacement.

 Wheel/fork assembly has proper tension when caster is spun. Caster should come to a gradual stop.

 Inspect tires/casters for flat spots and wear.

 Check pneumatic tires for proper inflation (recommended tire pressure is listed on the side wall of the tire).

 Ensure casters are free of debris.

Inspect/Adjust Monthly 
 Inspect seat positioning strap for any signs of wear. Ensure buckle latches. Verify hardware that

attaches strap to frame is secure and undamaged. Replace if necessary.

 Loosen/tighten locknut if wheel wobbles noticeably or binds to a stop.

 Wheel bearings are clean and free of moisture.

 Wheel brakes do not interfere with tires when rolling.

 Wheel brake pivot point are free of wear and looseness.

 Ensure all caster/wheel/fork/head tube fasteners are secure (see pages 6 & 33).
 Ensure all hardware is tight (see page 6).
 Ensure hand grips are secure to backrest canes.
 Ensure casters are free of debris.

Inspect/Adjust every twelve months (1) 
 Wheelchair rolls straight (no excessive drag or pull to one side).
 Arms are secure but easy to release and locking systems engage properly.
 Adjustable height arms operate and lock securely.
 Armrest armpad sits flush against arm tube.
 All fasteners on clothing guards are secure.
 Seat and/or back upholstery have no rips.
 Inspect the backrest attaching hardware and mechanisms are securely tightened.
 No excessive side movement or binding when rear wheels are lifted and spun.
 Inspect handrims for signs of rough edges or peeling finish.
 Inspect side frame and cross brace for signs of cracks, flaked paint or deformed metal work.
 Inspect tires/casters for flat spots and wear.
 Check pneumatic tires for proper inflation (recommended tire pressure is listed on

the side wall of the tire).
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SECTION 10— PERIODIC MAINTENANCE GUIDELINES 

Inspect/Adjust every twelve months (2) 
 Wheel brake pivot point are free of wear and looseness.
 Clean upholstery and armrests.
 Sealed bearings and axle nut tension are correct.
  Wheel/fork assembly has proper tension when caster is spun. Caster should come to

a gradual stop.
 Loosen/tighten locknut if wheel wobbles noticeably or binds to a stop.
 Wheel bearings are clean and free of moisture.
 Wheel brakes are easy to engage.
 Clean Quick-Release axles with a Teflon lubricant.
 Ensure axles are free from dirt, lint, etc.
 Ensure roller bearings are free from dirt, lint, etc.
 Adjust wheel brakes as tires wear.
 Clean and wax all parts.
 Ensure caste
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